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4.5.1  -  Intra-LATA Local

4.5.1.1  -  Direct Connection



4.5.1.1.1	Intra-LATA (SS7) Ported Number to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number using direct trunks.





Test Procedure



From a ported number

Call a ported number

LEC delivers intra-LATA call





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Destination LSP serving ported number

LEC ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating and terminating LRN modules create appropriate AMA record



�4.5.1.1.2	Intra-LATA Local (SS7) Ported Number to Non-ported Number in an NPA-NXX Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability using direct trunks.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability



Test Results



Originating LSP routes call to Destination LSP serving non-ported number

Originating LSP to Destination LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record

�4.5.1.1.3	Intra-LATA (SS7) Ported Number to Non-ported Number in an NPA-NXX Not Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX not opened to portability using direct Trunks.



Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX not opened to portability





Test Results



Originating LSP does not perform LRN database dip

Originating LSP routes call to LSP serving non-ported number

Originating LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.1.4	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using direct trunks.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Destination LSP serving ported number

LEC ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.1.5	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX opened to portability using direct trunks.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX opened to portability





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to LSP serving non-ported number

Originating LSP to Destination LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.1.6	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Not Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX not opened to portability using direct trunks.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX not opened to portability





Test Results



Originating LSP does not perform LRN database dip

Originating LSP routes call to LSP serving non-ported number

Originating LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record





�4.5.1.1.7	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a ported number using direct trunks. 





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a ported number





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to LSP serving ported number

Originating LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Terminating LSP completes call to ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.1.8	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a non-ported number in an NPA-NXX opened to portability using direct trunks.





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a non-ported number in an NPA-NXX opened to portability





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to LSP serving non-ported number

Originating LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record

Terminating LRN module appended to IXC AMA record



�4.5.1.1.9	Intra-LATA (SS7) Ported Number calls a Ported number ported from itself to another switch



Test Description



This will test that an intra-LATA call can be completed from a ported number to a number which was ported from itself to a different end office.





Test Procedure



From a ported number 

Call a ported number which has been ported from the originating switch 





Test Results



Originating switch determines number no longer resides within the switch

Originating LSP performs LRN database dip

Originating LSP routes call to LSP serving ported number

Originating LSP ISUP IAM contains LRN in CdPN parameter, ported dialed number in the GAP, bit M of FCI set

Terminating LSP completes call to ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.2  -  Intra-LATA Local using Access Tandem





4.5.1.2.1	Intra-LATA (SS7) Ported Number to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number using access Tandem.





Test Procedure



From a ported number

Call a ported number





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

LSP to AT ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Terminating LSP completes call to ported number

Originating and terminating LRN modules create appropriate AMA record



�4.5.1.2.2	Intra-LATA Local (SS7) Ported Number to Non-ported Number in an NPA-NXX Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability using access tandem.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

Originating LSP to AT ISUP IAM contains non-ported destination number in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Originating and terminating LSPs create appropriate AMA record

�4.5.1.2.3	Intra-LATA (SS7) Ported Number to Non-ported Number in an NPA-NXX Not Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX not opened to portability using access tandem.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX not opened to portability





Test Results



Originating LSP does not perform LRN database dip

Originating LSP routes call to Access Tandem

Originating LSP to AT ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

AT routes call to destination LSP using no LNP processing

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record



�4.5.1.2.4	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using access tandem.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

Originating LSP to AT ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Originating and terminating LSPs create appropriate AMA record



�4.5.1.2.5	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability



Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX opened to portability using access tandem.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX opened to portability





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

Originating LSP to AT ISUP IAM contains non-ported ported destination number in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Originating and terminating LSPs create appropriate AMA record





�4.5.1.2.6	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Not Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX not opened to portability using access tandem.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX not opened to portability





Test Results



Originating LSP does not perform LRN database dip

Originating LSP routes call to Access Tandem

Originating LSP to AT ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

AT routes call to destination LSP using no LNP processing

Terminating LSP completes call to non-ported number

Originating and terminating LSPs create appropriate AMA record





�4.5.1.2.7	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a ported number using access tandem. 





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a ported number





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

LEC to AT ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Originating and terminating LSPs create appropriate AMA record



�4.5.1.2.8	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a non-ported number in an NPA-NXX opened to portability using access tandem.





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a non-ported number in an NPA-NXX opened to portability





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to Access Tandem

LEC to AT ISUP IAM contains non-ported destination number in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination LSP based on the LRN and forwards the IAM it received.

Originating and terminating LSPs create appropriate AMA record

�4.5.1.3  -  Intra-LATA Toll (Pre-picked / 2 PICd) Direct Connection to Intra-LATA Toll Carrier





4.5.1.3.1	Intra-LATA Toll (SS7) Ported Number to Ported Number





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number using 7 or 10 digit dialing.





Test Procedure



From a ported number

Call a ported number 

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier performs LRN database dip

Default Toll carrier routes call to LSP serving ported number

Default Toll carrier to destination LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.3.2	Intra-LATA Toll  (SS7) Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability using 7 or 10 digit dialing.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll Carrier performs LRN database dip

Default Toll Carrier routes call to LSP serving non-ported number

Default Toll carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP

Terminating LSP completes call to non-ported number

Originating, terminating and Toll carrier LRN create appropriate AMA records





�

4.5.1.3.3	Intra-LATA (SS7) Ported Number to Non-ported Number in an NPA-NXX Not Opened to Portability





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a non-ported number in an NPA-NXX not opened to portability using 7 or 10 digit dialing.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX not opened to portability

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll Carrier routes call to LSP serving non-ported number

Default Toll Carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Terminating LSP completes call to non-ported number

Originating, Terminating and Toll carrier create appropriate AMA records



�4.5.1.3.4	Intra-LATA Toll (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using the default Toll Carrier using 7 or 10 digit dialing.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier performs LRN database dip

Default Toll carrier routes call to LSP serving ported number

Default Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records

�4.5.1.3.5	Intra-LATA Toll (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX opened to portability using 7 or 10 digit dialing.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX opened to portability

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll Carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier performs LRN database dip

Default Toll carrier routes call to LSP serving non-ported number

Default Toll carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP

Terminating LSP completes call to non-ported number

Originating, terminating and Toll carrier create appropriate AMA records





�4.5.1.3.6	Intra-LATA Toll (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Non-ported Number in an NPA-NXX Not Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX opened to portability to a non-ported number in an NPA-NXX not opened to portability using 7 or 10 digit dialing.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a non-ported number in an NPA-NXX not opened to portability

Default Toll carrier delivers intra-LATA Toll call





Test Results



Originating LSP routes call to default Toll Carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier routes call to LSP serving non-ported number

Default Toll carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Terminating LSP completes call to non-ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.3.7	Intra-LATA (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a ported number using 7 or 10 digit dialing.





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a ported number

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll Carrier

Originating LSP does not perform LRN database dip

Originating LSP does not send JIP

Default Toll Carrier performs LRN database dip

Default Toll carrier routes call to LSP serving ported number

Default Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.3.8	Intra-LATA Toll (SS7) Non-ported Number in an NPA-NXX Not Opened to Portability to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a non-ported number in an NPA-NXX not opened to portability to a non-ported number in an NPA-NXX opened to portability using 7 or 10 digits dialing.





Test Procedure



From a non-ported number in an NPA-NXX not opened to portability

Call a non-ported number in an NPA-NXX opened to portability

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to default Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP does not send JIP

Default Toll carrier performs LRN database dip

Default Toll Carrier routes call to LSP serving non-ported number

Default Toll carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set

Terminating LSP completes call to non-ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.4  -  Intra-LATA Toll (Dial-around)





4.5.1.4.1	Intra-LATA Toll Dial-Around (SS7) Ported Number to Ported Number



Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number using dial-around (Dial-around + 7 or 10 digit dialing).





Test Procedure



From a ported number

Call a ported number using (Dial-around)

Dial-around LSP delivers intra-LATA toll call





Test Results



Originating LSP routes call to dial-around Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Dial-around Toll carrier performs LRN database dip

Dial-around Toll carrier routes call to LSP serving ported number

Toll carrier to destination LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier LRN create appropriate AMA records



�4.5.1.4.2	Intra-LATA Toll Dial-Around (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using the dial-around Toll Carrier using dial-around.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number

Dial-around Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to dial-around Toll carrier

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Dial-around Toll carrier performs LRN database dip

Dial-around Toll carrier routes call to LSP serving ported number

Dial-around Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records

�4.5.1.5  -  Intra-LATA Toll (Pre-subscribed / 2 PICd) Using Access Tandem to Toll Carrier





4.5.1.5.1	Intra-LATA Toll (SS7) Ported Number to Ported Number





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number using 7 or 10 digit dialing.





Test Procedure



From a ported number

Call a ported number 

Default toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to access tandem

Access tandem uses existing procedure to route call to default Toll carrier using the dialed number in the CdPN

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier performs LRN database dip

Default Toll carrier routes call to LSP serving ported number

Default Toll carrier to destination LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.5.2	Intra-LATA Toll (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using the default Toll Carrier using 7 or 10 digit dialing.





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number

Default Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to access tandem

Access tandem uses existing procedure to route call to default Toll carrier using the dialed number in the CdPN

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Default Toll carrier performs LRN database dip

Default Toll carrier routes call to LSP serving ported number

Default Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records

�4.5.1.6  -  Intra-LATA Toll (Dial-Around) Using Access Tandem to Toll Carrier





4.5.1.6.1	Intra-LATA Toll Dial-Around (SS7) Ported Number to Ported Number





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number using dial-around (10XXX + 7 or 10 digit dialing).





Test Procedure



From a ported number

Call a ported number

Dial-around Toll Carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to access tandem

Access tandem uses existing procedure to route call to dial-around Toll carrier using the dialed number in the CdPN

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Dial-around Toll carrier performs LRN database dip

Dial-around Toll carrier routes call to LSP serving ported number

Toll carrier to destination LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier LRN create appropriate AMA records



�4.5.1.6.2	Intra-LATA Toll Dial-Around (SS7) Non-ported Number in an NPA-NXX Opened to Portability to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a non-ported number in an NPA-NXX opened to portability to a ported number using the dial-around Toll Carrier using dial around (10XXX = 7 or 10 digit dialing).





Test Procedure



From a non-ported number in an NPA-NXX opened to portability

Call a ported number

Dial-around Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to Access Tandem

Access tandem uses existing procedure to route call to dial-around Toll carrier using the dialed number in the CdPN

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Dial-around Toll carrier performs LRN database dip

Dial-around Toll carrier routes call to LSP serving ported number

Dial-around Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.7  -  Intra-LATA Local Default Routing





4.5.1.7.1	Intra-LATA Default routing (SS7) Ported Number to Ported Number



Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number using default routing.





Test Procedure



From a ported number

Call a ported number

Originating LSP not successful in performing LRN database dip





Test Results



Originating LSP is not successful in performing LRN database dip

Originating LSP routes call to default LSP

Originating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Default LSP performs LRN database dip

Default LSP routes call to LSP serving ported number

Default LSP to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number



�4.5.1.7.2	Intra-LATA Default Routing Ported Number to Non-ported Number in NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability using default routing.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability

originating LSP not successful in performing LRN database dip





Test Results



Originating LSP is not successful in performing LRN database dip

Originating LSP routes call to default LSP

Originating to Default LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Default LSP completes call to non-ported number

�4.5.1.8  -  Intra-LATA Local Access Tandem Default Routing





4.5.1.8.1	Intra-LATA Toll Default routing (SS7) Ported Number to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number through an access tandem using default routing.





Test Procedure



From a ported number

Call a ported number

Originating LSP not successful in performing LRN database dip





Test Results



Originating LSP is not successful in performing LRN database dip

Originating LSP routes call to access tandem

Originating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Access Tandem performs LRN database dip

Access Tandem routes call to LSP serving ported number

Default LSP to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number

�4.5.1.9  -  Intra-LATA Toll Default Routing





4.5.1.9.1	Intra-LATA Toll Default routing (SS7) Ported Number to Ported Number





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number using default routing.





Test Procedure



From a ported number

Call a ported number

Toll Carrier not successful in performing LRN database dip





Test Results



Originating LSP routes call to Toll carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Toll carrier is not successful in performing LRN database dip

Toll Carrier routes call to default LSP

Toll Carrier to Default LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Default LSP performs LRN database dip

Default LSP routes call to LSP serving ported number

Default LSP to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number



�4.5.1.10  -  Intra-LATA Default Routing Ported Number to Ported Number





4.5.1.10.1	Intra-LATA Default Routing Ported Number to Ported Number where originating switch provides the ported number to terminating switch





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number where the originating switch provides the ported number to terminating switch





Test Procedure



From a ported number

Call a ported number which has been ported from the originating switch





Test Results



Originating switch is not successful in performing LRN database dip

Call is “killed” on the originating switch, caller receives error message or tone.





�4.5.1.11  -  Intra-LATA MF Signaling Direct trunks





4.5.1.11.1	Intra-LATA MF Signaling Ported Number to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number served by an LSP with direct MF connection.





Test Procedure



From a ported number

Call a ported number served by LSP with direct MF trunk





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to serving LSP

Terminating LSP completes call to ported number

Originating, terminating carrier create appropriate AMA records

�4.5.1.11.2	Intra-LATA Terminating MF Signaling Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by an LSP with direct MF connection.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by LSP with direct MF trunks





Test Results



Originating LSP carrier performs LRN database dip

Originating LSP routes call to LSP serving non-ported number

Terminating LSP completes call to non-ported number

Originating and terminating LSP create appropriate AMA records



�4.5.1.12  -  Intra-LATA (Access Tandem) Terminating MF 





4.5.1.12.1	Intra-LATA (Access Tandem) Terminating MF Signaling Ported Number to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number served by an LSP with MF connection to an Access Tandem.





Test Procedure



From a ported number

Call a ported number served by LSP with MF connection to a Access Tandem





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to AT

Originating LSP to AT ISUP IAM contains LRN number in CdPN parameter, Called party number in GAP, bit M of FCI set, JIP

LRN number is not the DN of the AT, the AT routes

call to Terminating LSP

Terminating LSP completes call to ported number

Originating and terminating carrier create appropriate AMA records

�4.5.1.12.2	Intra-LATA Terminating MF Signaling Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by an LSP with MF connection to a Access Tandem.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by LSP with MF connection to a Access Tandem





Test Results



Originating LSP performs LRN database dip

Originating LSP routes call to AT

Originating LSP to AT ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Non-Ported destination number is not the DN of the AT, the AT routes

call to Terminating LSP

Terminating LSP completes call to ported number

Originating and terminating carrier create appropriate AMA records

�4.5.1.13  -  Intra-LATA Toll Terminating MF Signaling





4.5.1.13.1	Intra-LATA Toll Terminating MF Signaling Ported Number to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a ported number served by an LSP with MF connection.





Test Procedure



From a ported number

Call a ported number served by LSP with MF connection to Toll carrier





Test Results



Originating LSP routes call to Toll Carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Toll carrier performs LRN database dip

Toll carrier routes call to LSP serving ported number

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records

�4.5.1.13.2	Intra-LATA Toll Terminating MF Signaling Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by an LSP with MF connection to the Toll carrier.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by LSP with MF connection to the Toll carrier

Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to Toll Carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Toll carrier performs LRN database dip

Toll carrier routes call to LSP serving non-ported number

Terminating LSP completes call to non-ported number

Originating and terminating and Toll carrier generate appropriate AMA records



�4.5.1.14  -  Intra-LATA Direct Connection to Terminating Non-LNP Capable Switch 





4.5.1.14.1	Intra-LATA Terminating Non-LNP Capable Switch Ported Number to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a ported number served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a ported number served by non-LNP capable switch





Test Results



Originating LSP performs LRN database dip

Originating LSP sends JIP

LSP IAM contains ported number in CdPN parameter, no GAP, bit M of FCI not set 

Terminating LSP completes call to ported number

Originating, terminating carriers create appropriate AMA records



�4.5.1.14.2	Intra-LATA Terminating Non-LNP Capable Switch Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by non-LNP capable switch





Test Results



Originating LSP performs LRN database dip

Originating LSP sends JIP

Originating LSP Routes Call to destination LSP

Originating LSP ISUP IAM contains non-ported number in CdPN parameter, no GAP, bit M of FCI not set 

Terminating LSP completes call to ported number

Originating, terminating carriers create appropriate AMA records

�4.5.1.15  -  Intra-LATA Using Access Tandem to Terminating Non-LNP Capable Switch 





4.5.1.15.1	Intra-LATA Toll Intra-LATA Toll Terminating Non-LNP Capable Switch Ported Number to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a ported number served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a ported number served by non-LNP capable switch using a Access Tandem





Test Results



Originating LSP performs LRN database dip

Originating LSP sends JIP

Originating LSP routes call to Access Tandem 

Originating LSP ISUP IAM contains LRN number in CdPN parameter, dial number in GAP, bit M of FCI set

Access Tandem Routes Call to destination LSP

AT ISUP IAM contains ported number in CdPN parameter, no GAP, bit M of FCI not set 

Terminating LSP completes call to ported number

Originating, terminating carriers create appropriate AMA records



�4.5.1.15.2	Intra-LATA Terminating Non-LNP Capable Switch Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by non-LNP capable switch connected to a Access Tandem





Test Results



Originating LSP performs LRN database dip

Originating LSP sends JIP

Originating LSP routes call to Access Tandem 

Originating LSP ISUP IAM contains non-ported number in CdPN parameter, no GAP, bit M of FCI set

Access Tandem Routes Call to destination LSP

AT ISUP IAM contains non-ported number in CdPN parameter, no GAP, bit M of FCI not set 

Terminating LSP completes call to ported number

Originating, terminating carriers create appropriate AMA records



�4.5.1.16  -  Intra-LATA Toll Terminating Non-LNP Capable Switch 





4.5.1.16.1	Intra-LATA Toll Intra-LATA Toll Terminating Non-LNP Capable Switch Ported Number to Ported Number





Test Description



This will test that an intra-LATA Toll call can be completed from a ported number to a ported number served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a ported number served by non-LNP capable switch





Test Results



Originating LSP routes call to Toll Carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Toll carrier performs LRN database dip

Toll carrier routes call to LSP serving ported number

Toll carrier to terminating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records



�4.5.1.16.2	Intra-LATA Toll Terminating Non-LNP Capable Switch Ported Number to Non-ported Number in an NPA-NXX Opened to Portability





Test Description



This will test that an intra-LATA call can be completed from a ported number to a non-ported number in an NPA-NXX opened to portability served by a non-LNP capable switch.





Test Procedure



From a ported number

Call a non-ported number in an NPA-NXX opened to portability served by non-LNP capable switch

Toll carrier delivers intra-LATA call





Test Results



Originating LSP routes call to Toll carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Originating LSP sends JIP

Toll carrier performs LRN database dip

Toll carrier routes call to LSP serving non-ported number

Toll carrier to LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Terminating LSP completes call to non-ported number

Originating and terminating LRN modules appended to IXC AMA record



�4.5.1.17  -  Intra-LATA Originating MF Signaling to Access Tandem with LRN on TSG





4.5.1.17.1	Intra-LATA Originating MF Signaling to Access Tandem Ported Number to Ported Number





Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number when the originating ported number is served by an LSP with MF connection to the Access Tandem.





Test Procedure



From a ported number served by LSP with MF connection to the access tandem 

Call a ported number





Test Results



Originating LSP routes call to access tandem

Access tandem performs LRN database dip

Access tandem routes call to destination LSP

Access tandem to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Terminating LSP completes call to ported number

Originating, terminating and carriers create appropriate AMA records 

�4.5.1.18  -  Intra-LATA Toll Originating MF Signaling with LRN on TSG





4.5.1.18.1	Intra-LATA Toll Originating MF Signaling with LRN on TSG Ported Number to Ported Number





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number when the originating ported number is served by an LSP with MF connection to the Toll carrier and an LRN provisioned on the trunk subgroup.





Test Procedure



From a ported number served by LSP with MF connection to the Toll carrier and an LRN provisioned on the trunk subgroup

Call a ported number

Toll carrier delivers intra-LATA toll call





Test Results



Originating LSP routes call to Toll carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Toll carrier performs LRN database dip

Toll carrier routes call to LSP serving ported number

Toll carrier to LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Terminating LSP completes call to ported number

Originating, terminating and Toll carrier create appropriate AMA records 



�4.5.1.19  -  Intra-LATA Originating Non-LNP Capable Switch 





4.5.1.19.1	Intra-LATA Originating Non-LNP capable with Direct Trunks Ported Number to Ported Number 



Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number originating from a non-LNP capable switch.





Test Procedure



From a ported number

Call a ported number





Test Results



Originating LSP routes call to default LSP

Originating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Default LSP performs LRN database dip

Default LSP routes call to LSP serving ported number

Default LSP to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number

Originating and terminating switches create appropriate AMA records

�4.5.1.20  -  Intra-LATA Originating Non-LNP Capable Switch using Access Tandem 





4.5.1.20.1	Intra-LATA Originating Non-LNP capable Ported Number to Ported Number 





Test Description



This will test that an intra-LATA call can be completed from a ported number to a ported number originating from a non-LNP capable switch through an access tandem.





Test Procedure



From a ported number

Call a ported number





Test Results



Originating LSP routes call to access tandem

Originating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Access Tandem performs LRN database dip

Access tandem routes call to LSP serving ported number

Access tandem to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number

Originating and terminating switches create appropriate AMA records

�4.5.1.21  -  Intra-LATA Toll originating Non-Capable LNP Switch





4.5.1.21.1	Intra-LATA Toll Ported to Ported





Test Description



This will test that an intra-LATA toll call can be completed from a ported number to a ported number from a non-LNP capable switch.





Test Procedure



From a ported number

Call a ported number





Test Results



Originating LSP routes call to Toll carrier (2 PICd or Dial-around)

Originating LSP does not perform LRN database dip

Originating LSP ISUP IAM contains ported destination number in CdPN parameter, no GAP, bit M of FCI not set

Toll carrier performs LRN database dip

Toll carrier to serving LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set

Serving LSP completes call to ported number



�4.5.1.22  -  Intra-LATA Cause Code Value 26 Direct Connection





4.5.1.22.1	Ported Number to Ported Number





Test Description



This will test that Cause Code Value 26 will be sent back appropriately on a call from a ported number to a ported number.





Test Procedure



From a ported number

Call a ported number

Terminating LSP identifies own LRN, but does not find ported number on switch





Test Results



Originating LSP routes call to destinations LSP

Originating LSP performs LRN database dip

Originating LSP sends JIP

Originating LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

Terminating LSP recognizes LRN as its own, but does not find ported destination number on switch

Terminating LSP releases call with Cause Code 26 and sends Release message back to originating LSP

�4.5.1.23  -  Intra-LATA Access Tandem Cause Code 26





4.5.1.23.1	Ported Number to Ported Number



Test Description



This will test that Cause Code Value 26 will be sent back appropriately on a call from a ported number to a ported number.





Test Procedure



From a ported number

Call a ported number

Terminating LSP identifies own LRN, but does not find ported number on switch





Test Results



Originating LSP routes call to access tandem

Originating LSP performs LRN database dip

Originating LSP sends JIP

Originating LSP ISUP IAM contains LRN in CdPN parameter, ported destination number in GAP, bit M of FCI set, JIP

ISUP message is not the LRN of AT, AT forwards call to destination

Terminating LSP recognizes LRN as its own, but does not find ported destination number on switch

Terminating LSP releases call with Cause Code 26 and sends Release message back to originating LSP

�4.5.1.24  -  Intra-LATA TOLL Cause Code 26





4.5.1.24.1	Ported to Ported Number





Test Description



This will test that Cause Code Value 26 will be sent back appropriately on a call from a ported number to a ported number.





Test Procedure



From a ported number

Call a ported number

Terminating LSP identifies own LRN, but does not find ported number on switch





Test Results



Originating LSP routes call to toll carrier

Originating LSP does not performs LRN database dip

Originating LSP sends JIP

Originating LSP ISUP IAM contains ported number in CdPN parameter, no GAP, bit M of FCI not set, JIP

Toll carrier performs LRN dip

Toll carrier ISUP IAM contains LRN in CdPN parameter, ported number in GAP, bit M of FCI set, JIP

Terminating LSP releases call with Cause Code 26 and sends Release message back to originating LSP
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