4.5.5  -  900 and 500 Numbers





4.5.5.1  -  900 Call








4.5.5.1.1	Intra-LATA 900 Call Ported Number to Ported Number





Test Description:





This will test that a ported number can call a 900 number which translates to a ported number.








Test Procedure:





From a ported number


Call a 900 number which translates to a ported number


LEC/LSP is 900 service provider








Test Results:





Originating LSP routes call to 900 service provider


LSP performs 900 number translation to ported number


ISP performs LRN database dip


ISP routes call to LSP serving ported number


LSP ISUP IAM contains LRN in CdPN parameter, ported  destination number in GAP, bit M of FCI set, JIP


Terminating LSP completes call to ported number


Originating and terminating switches create appropriate AMA records





�
4.5.5.1.2	Intra-LATA 900 Call Ported Number to Non-ported Number in an NPA-NXX Opened to Portability








Test Description:





This will test that a ported number can call a 900 number which translates to a non-ported number in an NPA-NXX opened to portability.








Test Procedure:





From a ported number


Call a 900 number which translates to a non-ported number in an NPA-NXX opened to portability


LEC/LSP is 900 service provider








Test Results:





Originating LSP routes call to 900 service provider


Originating LSP sends JIP


LSP performs 900 number translation to non-ported number in an NPA-NXX opened to portability


LSP performs LRN database dip


LSP routes call to LSP serving non-ported number


LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP


Terminating LSP completes call to non-ported number


Originating and terminating LRN modules appended to IXC AMA record 


 


�
4.5.5.2  -  500 Calls








4.5.5.2.1	Intra-LATA 500 Call Ported Number to Ported Number








Test Description:





This will test that a ported number can call a 500 number which translates to a ported number.








Test Procedure:





From a ported number


Call a 500 number which translates to a ported number


LEC/LSP is 500 service provider








Test Results





Originating LSP routes call to 500 service provider


LSP performs 500 number translation to ported number


ISP performs LRN database dip


ISP routes call to LSP serving ported number


LSP ISUP IAM contains LRN in CdPN parameter, ported  destination number in GAP, bit M of FCI set, JIP


Terminating LSP completes call to ported number


Originating and terminating switches create appropriate AMA records





�
4.5.5.2.2	Intra-LATA 500 Call Ported Number to Non-ported Number in an NPA-NXX Opened to Portability








Test Description:





This will test that a ported number can call a 500 number which translates to a non-ported number in an NPA-NXX opened to portability.








Test Procedure:





From a ported number


Call a 500 number which translates to a non-ported number in an NPA-NXX opened to portability


LEC/LSP is 500 service provider








Test Results:





Originating LSP routes call to 500 service provider


Originating LSP sends JIP


LSP performs 500 number translation to non-ported number in an NPA-NXX opened to portability


LSP performs LRN database dip


LSP routes call to LSP serving non-ported number


LSP ISUP IAM contains non-ported destination number in CdPN parameter, no GAP, bit M of FCI set, JIP


Terminating LSP completes call to non-ported number


Originating and terminating switches create appropriate AMA records
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